
 

www.isocell.at 1/2 MSt, 04 2022 

 
Data collection form for hygrothermal simulation 
 
In order to be able to carry out moisture calculations or product recommendations, various information 
must be provided depending on the situation. For feedback, please fill out the form completely. If there 
are questions about several components, please fill out a separate form for each component. 

Planner / Craftsman 

Company name/adress 
 

      

Contact person / telephone / email 
 

      

Executing blow-in company:       
Responsible ISOCELL sales representative       
 

Bauvorhaben 

Construction site:       
Adress:       
Altitude:       
Current status:       
Height of contiguous living space  
(e.g. 6m for 2 floors)         m 

           Usage / Indoor climate: 

 New construction  Living space and comparable (including bathrooms and kitchen 
in apartments) 

 Renovation from outside  Living space +5% (additional safety with regard to user behavior 
taken into account) 

 Renovation from inside  Low moisture load (e.g. offices, classrooms, sales rooms) 
   other:        
 

Construction 

Construction type:       
Slope:       
Orientation:       
Coating/cover outside:       
Colour outside:       
Approx. Area in m²:       

 With ventilation layer 
 Exterior diffusion-tight layer without ventilation underneath 

 

Solar radiation / shadow 

 Unshaded (not even afterwards) 
 Fully shaded (e.g. solar plant, trees, other buildings) 
 Partial shadows (mandatory to describe in more detail:) 

 Extent shade: Temporal (e.g. ½ day, full day...)       
  Area (e.g. 30%)       
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Description of construction 
Please state the individual component layers in order from the outside to the inside. Also state the layer 
thickness as well as WLG for insulation materials and sd value for foils and boards. 
           
             Layer (starting from outside): 

thickness 
[cm] 

conductivity 
/ sd / µ. 

1.                   
2.                   
3.                   
4.                   
5.                   
6.                   
7.                   
8.                   
9.                   
10.                   
 
Relevant comments and 
additions:       

 

Sketch component 

(In case of electronic form, please send the sketch as an extra PDF attached). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
If you have any questions, please do not hesitate to contact your local sales representative or the 
technical department at ISOCELL +43 6216 4108 0 

Send enquiry 

If you have filled out the form digitally, please send the PDF with the plans to team.technik@isocell.at 
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