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Technical data sheet

ISOblow PROFI 230
The ISOblow PROFI 230 is an extremely high-performance blowing machine for the installation 
of cellulose insulation, soft wood fibre, glass wool and rock wool besides other aproved loose and 
free-flowing insulation material. The insulation is loosened twice: first by the four large shredder 
shafts in the hopper and then via three small shredder shafts directly above the airlock. Two high-
power blowers ensures high air flow and high output pressure. The two blowers are supported by 
two extra blowers that can be switched on as required and are controlled via radio remote controls. 
ISOblow PROFI 230 is operated, together with the material and air flow, via ISOCELL’s radio remote 
control – practical and time-saving. In addition the material volume can also be regulated via a 
slide-gate above the airlock (rough setting). An ideal feature of ISOblow PROFI 230 are the many fine 
settings like rotation agitators, additional agitators or airlock. These settings are ideal for special 
application like acoustic spraying or working with wood fibre or mineral wool.

The advantages are obvious

•	Large hopper with four shredding shafts, inclu-
ding dust cover

•	Dust curtain to reduce dust formation when the 
filling flap is open

•	Easy filling via the filling flap
•	The hopper is removable
•	5-chamber airlock with sealing lips made of 

abrasion-resistant rubber. No pressure loss – low 
wear

•	Two powerful blowers, each with 1.9 kW + 2 x 1.9 
kW

•	Convenient control via radio remote control
•	Material flow controlled via electronic material 

slide and airlock speed adjustable by radio
•	Three frequency converters guarantee the 

highest level of safety, flexibility and user-friend-
liness

•	Option to connect an additional booster station
•	Chopper speed adjustable at the control box
•	2 x 230 V power supply – consistently high per-

formance
•	Extraction possible in combination with ISOCELL 

extraction drum
•	Easy maintenance thanks to user-friendly design
•	Lashing eyes for securing the machine

 All other benefits and information can be found in the 
Products section of our website: 

Technical Data

Dimensions (mm) 1384 x 1015 x 1800 mm

Weight- kg 470 kg

Capacity 1191 l

Agitator 1,1 kW

Airlock  drive 1,1 kW

Additional chopping performance 0,55 kW

Blower 4 x 1,9 kW

Hose connection 3“ (76 mm)

Total output 10,30 kW

Max. air output 400 mbar

Max. air volume 600 m³/h

Electrical connection load 2 x 230 V / 50 Hz, 16 A; optional 1x 230 V, 16 A

Open blow ~ 1600 kg/ h

Dense blow ~ 1000 kg/ h

ISOCELL radio remote control Air and material quantity control via radio

Accessories

Radio remote control 10.0; V4

Cable remote control ‘professional’ 9-pin set, 50m
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