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Technical data sheet

ISOCELL Powerbox
– The mobile power solution  
The ISOCELL PowerBox was developed to reliably meet the energy needs of blow-in professionals 
in a quiet and emission-free manner – ideal for residential areas or noise-sensitive environments. 
It enables blow-in machines to be operated even in locations without a mains connection, reduces 
logistics costs and emission risks, and thus makes an important contribution to efficiency and sus-
tainability. Its mobility and ease of use make it ideal for new construction and renovation projects.  
The PowerBox is available in two versions: 
 
15 kVA version: 
Discharge: 3AC 230/400V – 17.4 A 
Rated power: 15 kVA 
Continuous output power: 12 kW at 25°C 
Peak power: 27kW (short term) 
 
24kVA version: 
Discharge: 3AC 230/400V – 27.8A 
Rated power: 24kVA 
Continuous output power: 19.2kW at 25°C 
Peak power: 48kW (short term)

The advantages are obvious

•	Emissions-free & low-noise: No exhaust fumes, 
no noise  
Ideal for use in sensitive environments (residen-
tial areas, events).

•	Independent power supply: Mobile energy 
storage with 
high performance for construction sites, emer-
gency power supply, temporary facilities or 
events.

•	Photovoltaic-compatible: Ideal as a storage 
solution for solar systems – store excess energy 
efficiently and sustainably.

•	Parallel operation possible: The PowerBox can 
charge and supply power at the same time, 
ensuring a continuous energy supply.

•	Rental and additional business: Attractive for 
rental to fire brigades, disaster control, festivals 
or events – an additional source of income for 
companies.

•	Future-proof: No more dependence on fuels – 
independent of price fluctuations and supply 
bottlenecks for diesel or petrol.

 All other benefits and information can be found in the 
Products section of our website: 

Technical Data

Dimensions (mm) 1310 x 1010 x 1500 mm

Weight- kg 750 kg

Battery capacity (at 25°C) 40

Battery cycles (at 25°C) >6000

Charging (voltage/current) 3AC 230/400V - 16A

Loading time ~4,5h / 3AC

Mains frequency 50 Hz +/- 0,1%

Protection class IP44
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