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Technical data sheet

ISOblow KERNOX 230V
ISOblow KERNOX is a high-performance machine for blowing in insulation materials such as cellulo-
se and other approved, free-flowing materials. Filling is done via a wide flap. Two shredding shafts 
at the bottom of the storage container ensure optimal loosening of the cellulose. Two powerful 
blowers provide high air output and sufficient discharge pressure. If needed, two additional blowers 
can be activated. The ISOblow KERNOX is conveniently controlled via the ISOCELL radio remote 
control, including the regulation of air volume and rotary valve speed, making operation efficient 
and time-saving.

The advantages are obvious

•	Large storage container with two shredder 
shafts, including dust protection.

•	Easy filling via wide filling flap.
•	Excellent loosening – even with tightly compres-

sed bales.
•	6 chambers – sluice with sealing lips made of 

abrasion-resistant rubber. No pressure loss and 
low wear.

•	Flow rate adjustable via a slide valve.
•	Operation is particularly user-friendly thanks 

to the radio remote control. The air volume and 
sluice speed can be conveniently adjusted via 
remote control.

•	Light supply 2 x 230 V / 16 A.
•	Suction possible in combination with a suction 

drum.
•	The machine can be easily transported with a 

pallet truck.
•	The storage container for transport is removable.

 All other benefits and information can be found in the 
Products section of our website: 

Technical Data

Dimensions (mm) 1476 x 645 x 1712 mm

Weight- kg 260 kg

Capacity 700 l

Blower 4 x 1,35 kW

Hose connection 3“

Total output 6,15 kW

Max. air volume 600 m³/h

Electrical connection load 2 x 230 V / 16 A bzw. 1 x 400 V /16 A

Open blow ~ 900 kg/ h

Dense blow ~ 700 kg/ h

Accessories

Radio remote control 10.0; V4

Cable remote control ‘professional’ 9-pin set, 50m

Connection set KERNOX
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